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About this manual 



This manual is designed to assist you in using the SiPix Model SC-2300 camera. Information in this 
document has been carefully checked for accuracy; however, no guarantee is given to the correctness of the 
contents. The information in this document is subject to change without notice. 

Edition 

First Edition, November 2001 

Copyright 

© Copyright 2001 

This document contains proprietary information protected by copyright. All rights are reserved. No part of this 
manual may be reproduced by any mechanical, electronic or other means, in any form, without prior written 
permission of the manufacturer. 



Federal Communications Commission (FCC) Compliance 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to 
Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful 
interference in a residential installation. This equipment generates, uses, and can radiate radio frequency 
energy and, if not installed and used in accordance with the instructions, may cause harmful interference to 
radio communications. However, there is no guarantee that interference will not occur in a particular 
installation. If this equipment does cause harmful interference to radio or television reception, which can be 
determined by turning the equipment off and on, the user is encouraged to try to correct the interference by 
one or more of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and the receiver. 

• Connect the equipment to an outlet on a circuit different from that to which the receiver is connected. 

• Consult the dealer or an experienced radio/TV technician for help. 



Warning: A shielded-type power cord is required in order to meet FCC 
emission limits and to prevent interference to the nearby radio and television 
reception. Use only shielded cables to connect I/O devices to this equipment. 

You are cautioned that changes or modifications not expressly approved 
by the party responsible for compliance could void your authority to 
operate the equipment. 



Declaration of Conformity 

This device complies with part 15 of the FCC rules. Operation is subject to the following conditions: 

• This device may not cause harmful interference. 

• This device must accept any interference received, including interference that may cause undesired 
operation. 

Canadian Department of Communications 

This class B digital apparatus meets all requirements of the Canadian Interference-causing Equipment 
Regulations. 

Cet appareil numerique de la classe B respecte toutes les exigences du Reglement sur le materiel brouilieur 
du Canada. 

Trademark Recognition 

MS-DOS, Windows, Windows 98, Windows 2000, Windows ME, Windows XP are registered Trademarks of 
the Microsoft Corporation of the U.S. registered in the USA and other countries. Windows in an abbreviated 
term referring to the Microsoft Windows Operation System. SmartMedia™ is a trademark of Toshiba 
Corporation. 

Other companies or product names are trademarks or registered trademarks of the respective companies. 

Safety & Handling Precautions 

Camera Information 

• Do not take apart or attempt to service the camera yourself. 

• Do not expose the camera to moisture, or extremes in temperature. 

• Let the camera warm up when moving from a cold to a warm temperature. 

• Do not touch the lenses of the camera. 

• Do not expose the lens to direct sunlight for extended periods. 

Battery Information 

• Turn off the camera before installing or removing batteries. 

• Use only AA alkaline, NiMH or Ni-CD batteries. 

• Always replace batteries with four new or freshly charged batteries. 

• Do not use batteries that are leaking, corroded, or damaged. 

• Do not attempt to recharge non-rechargeable batteries. 

• When charging rechargeable batteries, use a battery charger specifically designed for the type of 
battery. If the charger is designed to accommodate multiple battery types, be sure to adjust its 
settings to match the type of battery you are recharging. 

• Download all pictures and remove the batteries from the camera if you are going to store the camera 
for extended periods. 
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GETTING STARTED 

Introduction 

Congratulations on your purchase of the SC-2300 digital camera. Your SC-2300 camera has been 
economically designed to allow you to quickly and easily take high quality digital pictures without the trouble 
of buying and developing film. 

With a 2.1 Mega Pixel CCD image sensor you are assured of high-resolution, clear pictures that can be 
printed, displayed on your Web site, or sent to friends and family through e-mail. 

The supplied software and drivers enable you to easily download your pictures to your PC. With the 
application software you can edit your pictures with tools such as sharpen, smooth, red eye correction, 
brightness and contrast adjustment. Other tools include special effects, which will allow you to flip images, 
shear them, and turn them into cylinders. The USB cable allows you to easily download your pictures to your 
computer where you can use the enclosed software to perform image-processing tasks. 

Unpacking the SC-2300 Camera 

Upon receiving your SC-2300 camera, open the carton and carefully remove the contents. If anything is 
missing or damaged, please contact your reseller immediately. Your package should contain the following 
items: 

• SC-2300 digital camera 

• 8 or 16 MB SmartMedia card 

• Camera strap 

• USB cable with caution tag 

• Four AA alkaline batteries 

• Quick Start Guide 

• CD-ROM containing: 

o ArcSoft Photolmpression 
o SC-2300 TWAIN driver 
o Owner's Manual (PDF) 
o Adobe Acrobat Reader 

Do not throw the packaging box away. You may need it if you have to ship the SC-2300 digital camera. 
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GETTING STARTED (CONTINUED) 



SC-2300 Key Features & Accessories 



Features & Accessories 

The SC-2300 digital camera comes with the following advanced features: 

• 2.1 Mega Pixel CCD image sensor 

• 1 .8-inch TFT (Thin Film Transistor) color LCD 

• 24-bit RGB JPEG image format 

• Auto exposure and flash 

• Adjustable self-timer 

• SmartMedia™ card slot (8 or 16 MB card included) 

• ArcSoft Photolmpression image editing software 

Optional Accessories 

You can purchase the following optional accessories to enhance the operation of the SC-2300 camera: 
Tripod 

• AC adapter (6V - 7V, 2A, center positive) 

• SmartMedia™ card (up to 128MB) 

System Requirements 

For optimal use with the SC-2300, your computer should have the following minimum system requirements: 



• PC Pentium processor 

• Microsoft Windows 98/98SE/ME/2000/XP operating system 

• 64MB RAM 

• 200MB of hard drive space 

• USB interface 

• CD-ROM drive 

• VGA monitor 



2 



IDENTIFYING COMPONENTS 
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Identifying Components: Mode Selector 



Mode Selector 



There are five settings for the Mode Selector; please refer to the 
following table for detailed description: 




Icon 


Description 




Use the CAPTURE mode to take pictures. 




Use the PLAYBACK mode to review your pictures on the color LCD. 


BJ33 


Powers off the camera. 


SET 


Use the SETUP mode to modify the camera's configuration and options. 




Use the PC mode to download pictures to your computer. 



Identifying Components: LCD Status Display 
LCD Status Display 

The following illustration shows all LCD status icons available in the LCD status display: 

*** l!l OOOril 
I GOO Hi 

AUTO 



Icon 


Meaning 


★ ★★ 


Indicates the picture quality setting 

*** • 1600 x 1200 super-fine resolution, low compression. 
: 1600 x 1200 fine resolution, medium compression. 
^ : 800 x 600 standard resolution, medium compression. 


1 




Indicates the battery charge level. 




Indicates the number of pictures remaining with the available memory. 


0 




Warns that no SmartMedia " Vl card is inserted. 




The following options are available by repeatedly pressing the flash button: 
4 Automatic Flash: The flash occurs automatically 
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^ Flash Always On: The flash is always on 
® No Flash: The flash function is disabled 

Red Eye: Pre-flash to reduce red-eye effect 
Note: The standby LED blinks until the flash is charged. 


CD 


Indicates when the self-timer function is enabled. 




Indicates continuous shot mode (four frames per second in sequence) function is 
enabled 



Identifying Components: LCD Monitor Display 

The following text, numbers and icons that are displayed on the LCD monitor vary according to the current 
setting. 



Capture Mode 



Digital Zoom W.a. EV 



Possible number of shots 





— 1 




Rescluton 


* 


<- L D024 


5 Flash 






Macro 


A 




Timer 


-<S) 




Cent Shoot 


-Qi 


01.01.01 


Battery 




am12:00 






1 



Time 



Playback Mode 



Lock 



Digital Zoom 



Battery 



Directory Image Number 

32< 



O v x2 f3 □ 132-3223 
NO IMAGE 



5 



INSERTING BATTERIES 



Please follow the instructions below to insert the batteries into your SC-2300 digital camera: 

1 . Set the Mode Selector to OFF. 

2. To open the battery compartment cover on the bottom of the camera, push down slightly and 
then slide the entire cover in the direction indicated by the arrow on the cover. The cover will 
spring open. 

3. Note the battery polarity on the inside cover. Insert the batteries in the battery compartment 
accordingly. 

4. Close the batteries compartment cover and then press it inwards until it clicks shut. 



Note: Use only AA alkaline, Ni-MH, or Ni-CD batteries. Inserting 
the batteries with the incorrect polarity will not damage the camera 
or batteries. 



Battery Display Indicator 



Status Display 


LCD Monitor 


Meaning 




I 






The batteries have a full charge, or the AC adapter is 
connected. 




i 






The batteries have approximately 50% power left. 








* *i 


The batteries have approximately 25% power left. 








4 i 


The batteries are almost empty. Replace the batteries. 



Note: Digital Cameras place heavy loads on batteries. Use an AC 
power adapter whenever possible. 

To conserve battery power, when framing the subject use the optical 
viewfinder rather than the LCD color display. Limiting the usage of 
the LCD display to image review will greatly extend battery life. 
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INSTALLING & REMOVING THE SMARTMEDIA CARD 

Please follow the instructions below to install and to remove the SmartMedia card in your SC-2300 digital 
camera: 

1 . Set the Mode Selector to OFF. 

The SmartMedia slot is located beneath the battery compartment. To open the battery 
compartment cover located on the bottom of the camera, slide the entire cover in the 
direction indicated by the arrow on the cover. The cover will spring open. 

2. Installing SmartMedia: 

Insert the SmartMedia card with the SmartMedia electrodes (metal contacts) facing the 
front of the camera and the cut-away corner leading into the memory slot. Note: the card 
when fully inserted will not be flush with the housing. It will protrude outward slightly, but 
still allows the compartment cover to close. 

Removal: 

Pull the SmartMedia memory card out with your fingers. 

3. Close the batteries compartment cover and then press it inwards until it clicks shut. 
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USING THE LCD DISPLAY 



The 1 .8-inch color LCD display can function as a view screen to preview the image before taking a picture. 
The display also allows you to review pictures you have already taken, and configure the settings in the 
camera. The LCD display will not operate when the Mode Selector is OFF. 



Capture Mode Preview (for framing your picture) 



To turn the LCD display on in Capture mode, turn the Mode 
Selector to CAPTURE, and press the Menu button. 




Playback Mode Review (to review your picture) 

There are two methods for reviewing pictures: Single Image Display and Thumbnail Display. 

Single Image Display 
Set the Mode Selector to PLAYBACK. 
The last image that you took will appear on the LCD monitor. 

Use the Navigator button left/right arrows to scroll to the desired ™ 
image. 




Thumbnail Display 

This item allows you to view several pictures simultaneously. 

Set the Mode Selector to PLAYBACK. 

The last image that you took will appear on the LCD display. 



Press the Thumbnail/LCD (on/off) button. (Refer to Identifying 
Components on page 3) Nine images will display simultaneously. 
When you want to view one of the thumbnails at the normal 
screen size, use the Navigator button arrows to scan to the 
appropriate picture, which will highlight the picture border. 




Press the OK (center of the Navigator button) to display the 
picture in a normal screen size. 
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USING THE LCD DISPLAY (CONTINUED) 



Enlarging Photographed Images - Zoom Playback 



Enlarges selected portions of images being played back at 2 times actual 
size. Enlarging an image after it is taken allows you to take a closer look 
at the details of the image, such as to see if your subject's eyes are 
closed. Images can be displayed enlarged when being played back one 
image at a time. After the camera has zoomed into a section of the image, 
you can use the Navigator buttons to scan up/down/left/right to access the 
rest of the picture. 

Set the Mode Selector to PLAYBACK. 

The last image frame appears on the LCD monitor. 

Use the Navigator button left/right arrows to scroll to the desired image. 

Use the Navigator button left/right arrows to enlarge the image. An 
icon is displayed at the top of the LCD monitor and the center of the 
screen is enlarged at twice the original size. 

Use the Navigator button to scroll up/down/left/right to access the rest of 
the picture. 
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CAMERA SETUP & OPERATION 

Turning the Camera ON 

Set the Mode Selector to the desired mode (CAPTURE/PLAYBACK/SETUP/CONNECT) 

When the camera is turned ON, the Auto Power OFF function starts to work. 
Turning The Camera OFF 

Set the Mode Selector to OFF. 



Note: Current operating status is always shown in the LCD status 
display, however to save power the LCD color display must be 
turned on manually. 



Taking Pictures (Single Frame) 

1 . Set the Mode Selector to CAPTURE 

2. Check the current settings in the LCD status display 

3. Press the Picture Resolution button to set the image quality 
4 Set the Flash Mode 

5. Ensure the standby LED has stopped flashing and align the picture through the viewfinder. 

Press the Shutter Release button half way down to focus on the subject. When you hear a 
beep, the camera is ready. Press the Shutter Button all the way down to take the picture. You 
will hear a click as the picture is taken. The LCD status display indicates the number of pictures 
you have remaining. 



Continuous Shot (Four Frames Maximum) 

This mode allows the rapid capture of up to 4 pictures. 
Set the Mode Selector to CAPTURE 

Press the Thumbnail/LCD (on/off) button to turn on the LCD monitor. 
Press the Menu button to open the Capture Mode menu. 



capru^F MODE 



hi' BALANCE 

OFF 
M OEV 
<S COLOR 
E NORMAL 
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Use the Navigator button up/down arrows to scroll to "CONT.SHOT" 
and press right arrows to open the sub-menu. 



CAPTURE MODE 



H AUTO 

°1 ► CDHT. SHOOT 

B D EV 

■5 COLOR 
m NORMAL 



Use the Navigator button up/down arrows to scroll to "ON" and press 
OK. 




Press the Menu button to exit the Capture Mode menu. 



Ensure the standby LED has stopped flashing and align the picture through the viewfinder. 
Press the Shutter Release button half way down to focus on the subject. When you hear a beep, 
the camera is ready. Press the shutter button all the way down to take the picture. The shutter is 
opened and closed 4 times. The LCD status display indicates the number of pictures you have 
left. 



Setting The Resolution (Picture Quality) 

1 . Set the Mode Selector to CAPTURE 

2. Press the picture Resolution button to set the picture resolution to super fine, fine, or 
standard. 



Icon 


Meaning 


★ ★* 


Indicates the picture quality setting: 

kkk ■ 1600 x 1200 super-fine resolution, low compression. 
: 1600 x 1200 fine resolution, medium compression. 
^ : 800 x 600 standard resolution, medium compression. 



Setting The Flash 

1 . Set the Mode Selector to CAPTURE 

2. Press the flash button and select the mode you want. 



Flash Modes 


Meaning 


^ Automatic Flash 


The flash occurs automatically when ambient lighting is insufficient 
for picture capture. 


© No Flash 


The flash function is disabled. 


^ Flash Always On 


The flash is used with every picture. Use this option when you are 
trying to take pictures of dark subjects or where the area behind the 
subjects is highly illuminated. 


W Red Eye 


When taking pictures with the flash, the red-eye effect is reduced. 



Note: The standby LED blinks until the flash is fully charged and 
ready to be used again. 



Setting The Self-Timer 

The self-timer enables you to include yourself in the picture by automatically activating the shutter button 
after a delay of 5, 10 or 15 seconds. 

1 . Set the Mode Selector to CAPTURE 

2. Press the self-timer/macro button to scroll through the modes until you reach the self-timer 
mode. 

The self-timer icon is displayed on the LCD monitor and the status display. 

4. Ensure the standby LED has stopped flashing and align the picture through the viewfinder. 

5. Press the Shutter Release button. You have X seconds (X is the configured time set in Timer 
Set) to move to your location to be included in the picture. 

6. The self-timer indicator light in front of the camera will begin to blink red. This light will blink 
increasingly faster indicating that the time to exposure is becoming progressively closer. 



Note: Use a tripod with the self-timer function for optimal results. 



Using the 2x Digital Zoom Function 

The digital zoom function allows you to get closer - or zoom in - to your subject. 

1 . Set the Mode Selector to CAPTURE 

2. Press the MENU button to turn on the LCD monitor. Press MENU button again to turn off the 
REC Menu. 

3. Press the Navigator button up/down arrows to zoom. Using the Navigator button up arrow to 
select 2x zoom, or down arrow for no zoom. 

When you enable zoom function, icon is shown at the top of the display. 



Note: by enabling the digital zoom, you will enlarge the center portion 
of the image 2x. However, the resolution and the image size will 
remain the same. 



Using The Macro Function 

Enable the macro function for close-up photography between 8" and 23.5" (20 cm and 60 cm) from the 
subject. 

1 . Set the camera's Mode Selector to CAPTURE 

2. Press the Self-timer/Macro button to scroll through the modes until you reach the macro mode 
3- The macro icon A is displayed on the LCD monitor and the status display 



Note: 

• Macro photography is not canceled even if the camera is 
turned OFF or the Auto Power OFF function is activated. 

• The settings are canceled when you remove or insert the 
batteries. 



Protecting & Erasing Images 

After taking pictures, you have the option to erase pictures that are no longer needed, and free up storage 
space for more pictures. You can also "LOCK" images so they are not inadvertently erased. 
Protecting an image 

The function prevents the images you taken from being erased. 

Set the Mode Selector to PLAYBACK. 

The last image frame appears on the LCD monitor. 

Use the Navigator button left/right arrows to scroll to the desired image 

Press the MENU button to open the Playback mode Main Menu. 

Use the Navigator button up/down arrows to scroll to " LOCK " 
selection. 



Press the Navigator button right arrow to open the Lock sub-menu 
and press OK. 



Press the MENU button to exit the Playback mode Main Menu 
The protected the image will be shown with Q icon. 



Removing The Protection 

Set the Mode Selector to PLAYBACK. 

The last image frame appears on the LCD monitor. 

Use the Navigator button left/right arrows to scroll to the desired image. 

Press the MENU button to open the PLAYBACK mode Main Menu. 



Use the Navigator button up/down arrows to scroll to the 
"UNLOCK" menu. 
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Press the Navigator button right arrow to open the Lock sub-menu. 
Press the Navigator button up/down arrows to scroll to "THIS" 
selection and press OK. 



Press the MENU button to exit the PLAYBACK mode Main Menu. 




Erasing Images 

The function allows you to erase one image at a time. 

Set the Mode Selector to PLAYBACK. 

The last image frame appears on the LCD monitor. 

Use the Navigator button left/right arrows to scroll to the desired image. 

Press the MENU button to open the PLAYBACK mode Main Menu. 



Use the Navigator button up/down arrows to scroll to " ERASE " 
selection. 



Press the Navigator button right arrow to open the Erase sub-menu. 

Press the Navigator button up/down arrows to scroll to "THIS" 
selection and press OK. 



This erases the image and returns to the PLAYBACK mode Main 
Menu. When erasing assigned image, the screen indicates that the 
action is "PROCESSING". 




To continue erasing images, repeat the above procedure from step 2. 
Press the MENU button to exit the PLAYBACK mode Main Menu. 
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CAMERA SETUP & OPERATION (CONTINUED) 

Erasing All Images 

The function allows you to erase all images within the SmartMedia. 

Set the Mode Selector to PLAYBACK. 

The last image frame appears on the LCD monitor. 

Use the Navigator button left/right arrows to scroll to the desired 
image. 

Press the MENU button to open the PLAYBACK mode Main Menu. 

Use the Navigator button up/down arrows to scroll to " ERASE " 
selection. 

Press the Navigator button right arrow to open the Erase sub- 
menu. 

Press the Navigator button up/down arrows to scroll to "ALL" 
selection and press OK. 



This erases all images and returns to the PLAYBACK mode Main 
Menu. 

Press the MENU button to exit the PLAYBACK mode Main Menu. 



Note: You cannot delete a locked image. You must first "unlock" the image. 
See the "Note" at protecting images above for instruction on unlocking the 
image. 
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CAPTURE MODE SCREENS 



To access the CAPTURE mode screens, set the Mode Selector to 
CAPTURE. 

Press the MENU button. The CAPTURE mode Main menu screen 
appears. 




Use the Navigator button up/down arrows to scroll through the menus. Use the MENU button to make 
selections. 



Capture Mode Main Menu 

The CAPTURE mode Main Menu includes a sub-menu for configuring 
options in your camera: 
White balance 
Continuous shot 
Exposure 
Effect 
Sharpness 





White Balance 

This item lets you set the white balance for your pictures. Select the 
Cloud or Sun icons for outdoor pictures, select the Tungsten icon for 
images taken under the incandescent lighting in most homes, and select 
the Fluorescent Lamp icon for indoor pictures taken under fluorescent 
tubes. 

Scroll to the desired setting and press OK. 
Continuous Shot 

The continuous shot mode takes four pictures in sequence with a 1- 
second (low- light) to 1/30-second (bright-light) interval between each 
frame. 



CAPTURE W DC E 



B AUTO 

°i ► cam shoot 




■3 COLOR 
m NORMAL 
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CAPTURE MODE 



SCREENS (CONTINUED) 



Exposure Value 

This setting controls the amount of exposure your images receive. A 
higher setting result in a brighter image; a lower setting a darker 
image. The Auto selection will just use the auto exposure setting with 
no adjustment. 



Use Navigator button top/down arrows to scroll to the 
"EXPOSURE" selection. Then press right arrow to open the 
exposure sub-menu. 

Scroll to the desired setting by using the Navigator button top/down 
arrows, and press OK. 



Special Effect 

This item lets you take pictures in black & white or color. 
Scroll to the desired setting and press OK. 



Sharpness 



This item affects the sharpness of the pictures you take. 
Scroll to the desired setting and press OK. 



There are three options described as bellows. 

• NORMAL Leave the image detail as captured. 

• SHARPER Sharpen the edge of the image detail. 

• SOFTER Soften the edge of the image detail for the special 
effects. 



CAPTURE MODE 


tea 


JUJTO 


□j 


OFF 


\d ►EXPOSURE 


<5 


COLOR 


IS 


NORMAL 




EXPOSURE 


m 


A. 


+ 0.0 EV 







CAPTURE MODE 



wl MJTO 
a OFF 

m o ev 
4 ►effect 

m NORMAL 



EFFECT 




CAPTURE MODE 


e 


MJTO 




OFF 




0 EV 


& 


COLOR 


R 


► SHARPNESS 


k- 




SHARPNESS 




^NORMAL 




SHfiftPER 


m 


SOFTER 
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SETUP MODE SCREENS 



Setup Mode Screens 



To access the SETUP mode screens, set the Mode Selector to SET. 
The setup menu screen appears. 

Use the Navigator button up/down arrows to scroll through the menus. 
Use the MENU button to make selections. 




Setup Mode Main Menu 



The Setup mode Main Menu is a list of sub-menus shown on the right: 


SETUP MODE 


They include options for the following items: 


V ► LANGUAGE 




• Language 




ON 




• Beep 




5 WIN. 




• Auto OFF 


i? 


10 SEC. 




• Timer Set 


<& 


200101.01 




• Date/Time 


1 


ON 




• Time Stamp 


SETUP MODE 



Reset Default 



O ► DEFAJJLT5 



Language 

The Language sub-menu allows you to select the language you want to 
use with the SC-2300 digital camera. 

Select Language from the Setup mode Main Menu. Nine languages 
are available for the SC-2300 digital camera interface. Scroll to the 
desired language and press OK. 



Note: Please don't explore languages that you are not 
familiar with. It may be difficult to set the language back if you 
are unable to read the menus. 



LANGUAGE 



v' English 

^raicais 
Rarbjgj£5 
Espirri 
taliins 



LANGUAGE 



3 = » 
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SETUP MODE SCREENS (CONTINUED) 



Beep 



This setting allows you to turn off the "beep" sound the camera makes 
when scrolling through menus or changing settings. 

In the Setup mode Main Menu scroll to Beep and press Navigator button 
right arrows to open the sub-menu. Scroll to the desired setting and press 
OK. 



SETUP MODE 



V Englhh 
* ► DEEP 

ii & WIN. 

<S 10 SEC- 
& 2001,01,01 

li On 




Auto OFF 

This item determines the amount of time before the camera 
automatically powers off. 

Scroll to the desired setting with the navigation buttons and press OK. 



SETUP MODE 



4 m 

* ►AUTO OFF 

$ 10 SEC. 
& 20O1.CJ1.O1 
1 ON 



AUTO OFF 



I ^ 5 M IN . 
10 MIN. 
15 MIN 
DISABLE 



Self-Timer 

This item allows you to change the time that elapses before the self- 
timer activates the shutter control. Scroll to the desired setting 5, 10, or 
15 seconds, and press OK. 



SETUP MODE 



i ON 

m 5 MIN. 
& ► TWER 

OS- 20O1.01.OI 

la oh 



TIMER 
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SETUP MODE SCREENS (CONTINUED) 



Date/Time 



This item lets you adjust the time and date that will display on your 
pictures 

In the Setup mode Main Menu, scroll to "TIME SETUP" selection and 
press right arrow to open the sub-menu. 
Use the up/down arrows to change the value, and then use the 
left/right arrows to move to the next item. When all of the values are 
entered, press OK to finish the setting. 

Press the right arrow advances the selection in the following order: 



Y«r ► Month ►Day 

t 

CAWCEHj OK 4 



Minute 



hojr 



SETUP MODE 


V» English 
\t< ON 
p 6 WH- 
ft 10 SEC. 


Q- ► time Setup 

ON 




1 TIME SETUP 


2001 01 
an 12 


01 
CO 


OK 

CJWCCl 





Time Stamp 

This item allows you to record the date & time information in the image 
file when the shutter button is released. 

Scroll to the desired setting and press OK. 



SETUP MODE 







4 


ON 


is 


3 Ml -J 




10 SEC. 




2001.0101 



LI MNE STAMP 



TIME STJMP 




Reset Defaults 

This item lets you reset the camera settings to the factory defaults. 

In the Setup mode Main Menu, scroll to DEFAULTS selection and 
press right arrow to open the sub-menu. 

Scroll to the desired setting by using the Navigator button top/down 
arrows, and press OK. 




DEFAULTS 



wm 
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SETUP MODE SCREENS (CONTINUED) 

The F actory Defaults: 



Item 


Default setting 


Continue Shot 


Off 


Exposure Value 


0 EV 


White Balance 


Auto 


Color 


Color 


Sharpness 


Normal 


Quality 


Resolution: 1600x 1200. 




Compression ratio: 1/10. 


Strobe 


Auto 


Focus 


Normal 


Play Type 


1 Frame 


Slide Show Time 


3 Seconds 


Language 


English 


Self Timer 


10 Seconds 


Time & Date 


2002.01.01 




AM 12:00 


Time & Date Stamp 


No 


Sound 


On 


Auto Off Time 


5 Min. 
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PLAYBACK MODE SCREENS 



To access the PLAYBACK mode screens, set the Mode Selector to 
PLAYBACK. 

Press the MENU button. The PLAYBACK mode Main Menu screen 
appears. 

Use the Navigator button up/down arrows to scroll through the menus. 
Use the MENU button to make selections. 




Playback Mode Main Menu 

The PLAYBACK mode Main Menu includes a sub-menu for configuring 
options in your camera: 
Lock 
Unlock 
Erase 
Slideshow 
Format 




Lock 



The selection allows you to lock an image. The "THIS" icon is to lock single 
image that was selected on memory. 



Unlock 

The selection allows you to unlock an image or all the images that you 
selected to lock on memory at once. The "THIS" icon is to unlock single 
image that was locked, and the "ALL" icon is to unlock all the locked images 
on memory. 



Erase 

This selection allows you to erase the current picture or to erase all stored 
pictures. 
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Slide Show 

When the Slideshow function is enabled, this item will begin a 
slideshow of all currently loaded images at three or ten-second intervals. 

Scroll to 3 Sec /10 Sec and press OK to start the slideshow. 



a ► SLIDESHOW p » 





Format 



The Format option will delete everything saved on the SmartMedia card. 

Select Format Card from the PLAYBACK mode Main Menu. 

Select YES and press OK to format (erase all data) on the SmartMedia 
card. 

Scroll to NO and press OK to exit to the Playback mode Main Menu 
without formatting the card. 






R YES 



Note: To delete a locked image you must first unlock the image. 

To quickly delete a large number of locked images, use the Format command. 
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MAKING CONNECTIONS 



Connecting To An AC Power Source 

1 . Set the Mode Selector to OFF 

2. Open the connector cover 

3. Insert the AC adapter jack into the AC socket 

4. Plug the AC adapter into a wall outlet 



Note: Ensure that the AC adapter you use matches the electrical 
specifications for the camera. Refer to the Appendix for details. 



Connecting the SC-2300 to Your PC 

1 . Set the Mode Selector to OFF 

2. Open the connector cover 

3. Connect the small USB connector to the USB port on the camera 

4. Connect the large USB connector to the USB port on the back of your PC or notebook 
computer 

5. Set the SC-2300 Mode Selector to 

6. After you have connected your camera to your computer, the LCD status display reads: PC 



SOFTWARE INSTALLATION 



Software Overview & Features 

The SiPix SC-2300 CD ROM includes a SiPix TWAIN driver that provides fast and easy download with the 
supplied USB cable, ArcSoft Photolmpression 2000 photo editing software, and Adobe Acrobat Reader 5.0 
for viewing this PDF Owner's Manual. 

SiPix TWAIN Driver 

TWAIN driver works with TWAIN compliant third party software. The SiPix TWAIN driver allows you to 
quickly view the images on the SC-2300, edit the images (e.g. crop, rotate, flip, etc), and save them to your 
computer. 




Icons 


Functions 




This button allows you to select basic features or advanced features. 


u 


This button allows you to select all of the images saved on the SC-2300 digital 
camera. 


X 


This button deletes the image(s) that are highlighted (selected) from the SC-2300 
digital camera. 




This button saves the selected image(s) on to your PC. A Save As screen will 
appear to let you choose your preferred location to save the files, and will let you 
name the image(s). 




This button allows you to crop the image before saving to your computer. 


o 


This button allows you to rotate the image Clockwise. 



25 



o 


This button allows you to rotate the image Counter Clockwise. 




This button allows you to flip the image horizontally. 


u 


This button allows you to flip the image vertically. 


J 


This button allows you to transfer (download) the images from your SC-2300 to your 
PC. Note: Downloading the images does not mean saving the images on your PC. It 
simply allows you to view the pictures on your software application. To permanently 
keep the pictures on your computer, you need to go to File -> Save As. 


// 

(. 


This button allows you to scroll to the very first image saved on your SC-2300. 


\ 

. . 


This button allows you to scroll to the previous image saved on your SC-2300. 


9 


This button allows you to scroll to the next image saved on your SC-2300. 


/ 


This button allows you to scroll to the very last image saved on your SC-2300. 




This button will display information about the SiPix SC-2300 TWAIN driver. 




If you need assistance using the SiPix SC-2300 TWAIN driver application, this button 
provides useful information to guide you through. 



ArcSoft Photolmpression 

• Picture editing: award-winning software provides useful and powerful editing tools. 

• Calendars & greeting cards: now it's easy to make invitations, flyers and more. 

• Exciting panoramas: create photo panoramas in three simple steps. 



Adobe Acrobat Reader 

Use this software to read PDF files. (The SC-2300 owner's manual is in PDF on a CD for your convenience.) 
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SOFTWARE INSTALLATION (CONTINUED) 



Follow these instructions to install the camera driver and application software on your PC system. 

Installing the SC-2300 Driver 

Insert the SC-2300 software CD into your CD-ROM 
drive. The software should auto run. 

If the CD does not auto run, go to Start -> Run, enter 
D:\SiPixMenu.exe (where D:\ is your CD-ROM) 

To install the SC-2300 TWAIN driver, click on "Install 
SiPix SC-2300 Driver" from the Installer Menu. 

Note: If your computer already has the applications 
installed previously, the application will be grayed out. 




The SC-2300 driver will begin to install. Click Next on 
the Setup Welcome screen 





1*1 
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Click Yes on the License Agreement screen to 
continue setup 



:ft*» | C- | 



The SC-2300 will then install on your computer. 

When the installation is completed. Click on the Finish 
button to complete setup. 

When prompted select "Yes, I want to restart my 
computer now". Leave the CD in the CD-ROM drive. 
We strongly recommend that you to save all your work 
and close all running applications before restarting 
your computer. 



r hi.i-JrHHfffa-:i u rfb*a* 



Installing the ArcSoft Photolmpression software 



To install the ArcSoft Photolmpression software, 
double click the ArcSoft Photolmpression from the 
Installer Menu (shown above) 

Select the desired language for this installation and 
then click OK. 



Choose Setup Language 



Select the language for this installation from 
the choices below. 



OK 



E 



Cancel 



On the Welcome screen, click Next. 



On the License Agreement screen, read through the 
License Agreement, and click YES to continue setup. 



On the Choose Destination Location screen, the fields 
should say C:\..\ArcSoft\ArcSoft Photolmpression 

Click Next to continue setup. 




*1 
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Select the components you want to install, then click 
Next. 




I ~1 



■ 



mm 



• I I | 



Setup will add program icons to the Program Folder 
listed as the right screen. 

Click Next to continue. 




■ to PkM TadU hud mk-i- 
ct w tfj *m to uvg 



Click Finish to complete the Setup for ArcSoft 
Photolmpression 2000. 



1 1 ■^■^■^■^■^■^■^■^■^■1 
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Installing Adobe Acrobat Reader 5.0 



To install the Adobe Acrobat Reader software, click on 
the "Install Adobe Acrobat Reader 5.0" from the 
Installer Menu. 




On the Welcoming screen, click Next to continue 
setup. 




Welcome to the Odyssey HiScale Photo Setup program. This 
program will install Odysiei' HiScale Photo on youi computer. 



It is strongly recommended fha! you e>;ii all 'Wind ows programs 
before running this Setup program. 



Click Cancei lo quit Setup and then close any piogiams you ha\ 
running. Click Hex' to continue with the Setup program. 



Unauthorized reproduction ■ n distribution of this program, or any 
portion of it. may result in severe civil and criminal penalties, and 
he prosecuted to the minimum e>:ienl possible undei law. 



< Back I [" Mm t Cancel 



Click Next and follow the instructions on your screen 
until the Setup Complete screen appears. 

Click Finish to complete the installation. 




Setup has finished copying ir i s to your computer. 

Setup will now launch the program. Select jour option below. 



r ■ - - ■■ i i - .. - 



Clii: k Finish io complete Setup 



| Finish | 
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DOWNLOADING PICTURES TO YOUR PC 



Note: Before you read this section, be sure you have installed 
your ArcSoft Photolmpression software. 



Follow these instructions to use the included software for download ing pictures: 
Click Start -> Programs -> ArcSoft Photolmpression 

Then click the ArcSoft Photolmpression to open the 
program. 



Click "Get Photo" button 



"Camera/Scanner" 
bottom side. 




and select 
on the box of left 



Select "SiPix SC-2300 TWAIN" in the Select Source 
drop-list. 



Click the Acquire button 
images to your PC. 



to download the 




Inffn wih wr ^ 



l_J 
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Highlight the image you want to open, and double click 
on it. 

A screen will display the image you selected from your 
camera. 

You can now use this application to edit your images 
or just print them. 
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SC-2300 QUICK TIPS 
HOW TO TAKE GREAT PICTURES 



Taking Pictures Indoors - General Do's 

• As a rule, use the automatic setting (e.g. white balance, exposure value). This will generally give 
you the best picture quality. If the image quality does not come out as expected, then try adjusting 
the manual settings such as exposure value (if the picture is too dark or too light) or white balance (if 
a yellow cast is present). 

• When taking a picture with the flashlight on: stand at least 6 feet away from your subject. Standing 
too close to your subject may cause the subject to become over exposed. The flash for the SC-2300 
has a range of 2.6 to 8.2 feet. 

• Try to take pictures in an area where there are a lot of colors and patterns. If taking a portrait picture 
of a person, ensure the clothing does not have a high contrast to the background, (e.g. white shirt 
against black). 

• Depending on the subject and the indoor conditions, it is generally better to have the light source at 
an angle (e.g. 45 degrees) from the subject instead of directly in front of or directly behind the 
subject. 



Taking Pictures Indoors - General Don't Do's 

• Avoid an area where the wall is the main portion of the image. 

• Avoid light sources positioned directly behind or directly in front of your subject. 

• Usually the indoors lighting is very diffused; therefore, try to avoid bright light source(s) from being in 
the picture. A great variance in lighting in a single frame can cause improper exposure because the 
digital camera cannot judge the amount of light correctly, (e.g. shaded hallway and bright entryway). 

• Try to avoid a light source that is brighter than the subject. 

• Don't shoot a picture directly into the light. 

• Try to avoid half sunlight and half fluorescent light, or any mixture of different lighting. 

• Avoid taking pictures of a computer screen. 

• Avoid an object in the picture that could reflect light and that is close to you (person taking the 
picture) e.g. glass bottle, white shirt, glasses, etc. 



Taking Pictures Outdoors - General Don't Do's 

• Avoid taking a picture where there's a shiny surface or reflective area in the image (e.g. glass, 
metal). 

• Avoid pointing the camera directly at a shiny surface. 

• Do not take pictures of both shaded and sun lit areas together. While our digital camera does make 
great adjustments for this, it is unable to clearly adjust for vast differences in lighting as compared to 
the human eye. 



Additional Information 

Check out the SiPix Web site at [/vww.sipix.com| for additional tips on taking great digital pictures. At the time 
of writing, we have posted on this Web site chapter 2 "Learning to Take Better Pictures" from the e-book 
Digital Camera Solutions by Gregory Georges. Since your digital cameras require no film, it easy and fun to 
practice using your camera. Try different compositions and explore using the camera settings. The more you 
practice, the better your photography skills will become. 
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TROUBLESHOOTING 



Problem 


Possible cause 


Solution 


The camera has no 
power. 


The batteries are 
discharged. 


Replace the batteries with freshly charged ones. 


The batteries are 
inserted incorrectly. 


Check the battery orientation. 


The AC adapter is 

nnt nh innorl in 
i \\Ji piuyycu hi. 


Ensure that the AC adapter is plugged into a working outlet. 


The camera won't 
take a picture. 


Ensure that the 
Standby LED is on 

anH ic not fluchinn 
di itj io \ \\Ji i idol ill ly . 


If the LED is flashing, wait until it emits a steady light before 
taking the picture. The camera may be waiting for the flash 

LU L/l la I UC. 


Is the SmartMedia 1 ™ 
card inserted 
correctly? 


If the SmartMedia IM card is inserted incorrectly, a message 
is displayed in the LCD status display. 


Is the camera 
connected to a 

pnmni itpr? 


The camera's buttons are not functional when connected to 
a PC. Disconnect the camera to take more pictures. 


The flash doesn't 
work. 


Is the flash on? 


Ensure that the flash is set correctly. 


The batteries may 
be weak. 


If the batteries are too weak, the flash is unable to recharge. 
Turn the camera off and wait a few seconds before turning it 
back on. If this doesn't work, you need to replace the 
batteries with fresh ones. 


The pictures are 
blurry. 


The camera or 
subject was moving 
when the picture 
was taken. 


Hold the camera steady or put it on a tripod to take pictures. 


The picture looks 
too dark. 


The flash is needed 
for the picture. 


Turn the flash on. 


The picture is too 
light. 


You are facing a 
bright light when 
taking the picture. 


Change the angle of the picture so that bright lights do not 
shine directly towards the camera lens. 


The flash is set to 
Flash always on. 


Set the flash to Automatic flash. 
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SPECIFICATIONS 



Image Sensor 


1/2.7-inch CCD with 2.1 million square pixels 


Color LCD 


1.8-inch color LCD 


External storage 
media 


SmartMedia 1 "" card up to 128MB 


Picture modes 


Status 


Type 


Image format 


♦ ♦ ♦ 


Super Fine 


1600 x 1200 


♦ ♦ 


Fine 


1 600 x 1200 


♦ 


Standard 


800 x 600 


Color Depth 


24-bit color 


Output file format 


JPEG (Exif 2.1) 


Optics system 


Lens aperture: F3.0/F8.0 


Shutter speed 


1/2 to 1/500 second electronic shutter meter 


Exposure 


Auto exposure 


Processing time 


Picture to picture < 3 sec. 


USB 

communication 


Cable definition: V 1 .1 mini USB connector. 
(Mini type jack) 


AC Adapter 


Output: 6V-7.5V; 2A (minimum) 


Battery type 


4 x AA alkaline batteries 


Strobe light 


Range: 0.9m ~ 3m 


Battery life 


400 images (with strobe on /LCD on) - using standard alkaline batteries 


White balance 


Auto white balance 

Balanced for daylight/fluorescent/sunset/tungsten 


Focus 


Macro -20-60 cm 
Normal - 60cm ~ Infinity 


Dimensions 


115.5x70x50 (Lx WxH) 


Weight 


Approx. 220g (w/o battery) 
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ONE YEAR LIMITED WARRANTY 



SiPix, Inc. warrants this hardware product against defects in material and workmanship for a 
period of one year from the original date of purchase as identified on the proof of purchase (your 
receipt). It is the end-user's responsibility to make certain this product is in working condition with 
the intended computer system within the one-year warranty period. 

These are the sole remedies and SiPix's sole liabilities for performance or failure to perform of the 
product. SiPix reserves the right to change its warranty policy at any time for all products 
distributed after the date of such change in warranty. Except as set forth above, all other 
warranties whether express or implied, including but not limited to, the implied warranties of 
merchantability and fitness for a particular purpose are hereby excluded. 

SiPix shall not be liable for incidental, special or consequential damages arising out of or related 
to the use or performance of the product, including, without limitation, loss of data or use of data 
processing facilities or equipment, regardless of whether SiPix may have been advised about the 
possibility of such damages arising out of use of the product shall be limited to the amounts paid 
by purchaser for such product. 

This warranty is only valid within the boundaries and territories of the USA and Canada. SiPix is 
not responsible for costs incurred due to shipping, insurance, customs, or duties. SiPix is not 
responsible for non-traceable packages or packages shipped without a valid RMA number on the 
outside of the package. 

This warranty does not apply if the product has been damaged by an accident, electrical fault, 
through misuse or abuse. If the product has been altered without written authorization from SiPix, 
the warranty will be void. 

This warranty applies only to hardware products manufactured by or for SiPix. Warranted 
products must bear the "SiPix" brand name, trade name, or logo. The aforementioned warranty 
and remedies are exclusive, and in lieu of all others, whether oral, written, expressed or implied. 
SiPix specifically disclaims any and all implied warranties of merchantability and fitness for a 
particular purpose. 

SiPix is not responsible for incidental or consequential damages resulting from any breach of 
warranty. SiPix is not responsible under any other legal theory, including, but not limited to lost 
profits, and any cost of recovering reprogramming or reproducing any program or data stored in 
or used with SiPix products. 
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WARRANTY SERVICES 

If your SiPix product needs to be returned for repair, you must contact SiPix technical support 
prior to shipment for an RMA number before sending in the product. The RMA number is a 
Return Merchandise Authorization number. SiPix will refuse all shipments without a 
proper RMA number. The RMA number MUST be printed on the outside of the original shipping 
carton in large print written in black ink next to the shipping label. Failure to properly pack 
shipment could cause serious damage to the product and void the warranty. 

Should any defect(s) be discovered, the product may be returned to SiPix with a valid RMA 
number. If you are returning product for repair, please be sure to do the following: 

1 . Call SiPix Customer Support Mon-Fri during regular business hours toll free at 866-888- 
1678 and obtain an RMA (Return Merchandise Authorization) number. 

2. Print your RMA number on the OUTSIDE of the original shipping carton in large print 
written in black ink next to the shipping label. 

3. Include a copy of the bill of sale with the returned product. 

4. Unless otherwise instructed, do not return any manuals or software when returning items 
for repair. 

5. Ship to SiPix via a traceable shipping method and retain the tracking number. 



Note: This product is intended for use only within the boundaries and territories of the United 
States and Canada. If you purchased this product in Mexico or South America and need 
assistance or repair, you must contact your originating reseller for service and support. SiPix 
Imaging, Milpitas CA, will not accept any shipments from outside the boundaries and territories of 
the USA and Canada. SiPix often bundles many different third party software options with its 
products. If any of these options were ordered with your SiPix product and they appear to be 
missing or incorrect, contact your reseller immediately. 
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TECHNICAL SUPPORT 



Upon receipt of this SiPix product you are immediately eligible for Technical Support during the 
warranty period of ONE YEAR from the purchase date. If you require technical assistance after 



reviewing your manual, please visit our Website Support at ivww.sipix.com/support 



Additionally, you may contact our Technical Support staff for further assistance. Our Technical 
Support hours are from 8AM to 6PM Pacific Time Monday through Friday, and 9AM to 5PM 
Saturday, excluding holidays toll-free at 866-888-1678. 

Technical Support within one-year (in warranty) call toll free: 866-888-1678 

Technical Support after one year (out of warranty): 408-71 9-5076 (customer pays for any toll 

charges) 



Website Support: yvww.sipix.com/support 



In addition to providing telephone-based Technical Support, SiPix offers quick and easy e-mail 

support. Getting answers to your questi ons has never been easier! 

For email support, go to our website at (ittp://www.sipix.com/support/contact 
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